
GRADING NOTES
ALL GRADING PLANS MUST INCLUDE THE MOST RECENT VERSION OF GRADING NOTES WHICH ARE AVAILIBLE ON THE DOWNLOAD TEMPLATES.

GRADING QUANTITIES/AS-BUILT NOTE
ALL ITEMS SHOWN ARE TO INCLUDE ASSOCIATED QUANTITIES.FOR PROJECTS THAT RESULT IN A NET EXPORT, ADD THE  FOLLOWING NOTE WITH THE EXPORT QUANTITY COMPLETED; THIS PROJECT PROPOSES EXPORT OF _____ CUBIC YARDS OF  MATERIAL FROM THE PROJECT SITE. ALL EXPORT MATERIAL  SHALL BE DISCHARGED INTO A LEGAL DISPOSAL SITE. THE  APPROVAL OF THIS PROJECT DOES NOT ALLOW PROCESSING  AND SALE OF THE MATERIAL. ALL SUCH ACTIVITIES REQUIRE A  SEPARATE CONDITIONAL USE PERMIT. 

GRADING AND GEOTECHNICAL SPECIFICATIONS
THE MOST RECENT VERSION OF THE GRADING AND GEOTECHNICAL CERTIFICATION NOTES ARE TO BE OBTAINED FROM THE DOWNLOAD TEMPLATES; ADD THESE NOTES, IF APPLICABLE, WITH ALL APPROPRIATE REFERENCE AND SIGNATOR(Y/IES). IF APPLICABLE, ALL ADDENDUM'S TO THE ORIGINAL GEOTECHNICAL REPORTS, INVESTIGATIONS OR RECOMMENDATIONS MUST ALSO BE REFERENCED HERE.THE NUMBER AFTER THE SOILS FILE NUMBER ``S-" IS THE CITY OF SAN DIEGO WORK-ORDER NUMBER FOR THE PROJECT. THIS IS SUBJECT TO CHANGE DEPENDING UPON DEVELOPMENT OF THE NEW PROJECT TRACKING SYSTEM (PTS). IF THE SOILS ENGINEER (R.C.E. OR G.E.) AND CERTIFIED ENGINEERING GEOLOGIST (C.E.G.) SIGNING THIS STATEMENT ARE NOT FROM THE SAME COMPANY, BOTH COMPANY NAMES AND PHONE NUMBERS MUST BE PROVIDED.

GENERAL NOTES
THE GENERAL NOTES SHALL BE LOCATED IN THE UPPER-LEFT POSITION, AS  SHOWN AND ARE SUBJECT TO CHANGE. OBTAIN THE MOST RECENT VERSION FROM THE DOWNLOAD FILES ON THE CITY WEB SITE. THE GENERAL NOTES ARE NOT TO BE REVISED IN CONTENT, FROM THAT WHICH IS INCLUDED IN THE DOWNLOADED FILES.* IF THE  PROJECT IS A SUBDIVISION ITEM 1 IN THE GENERAL NOTES  IS TO REFERENCE A "NOTICE TO PROCEED", OTHERWISE, AN "ENGINEERING PERMIT" IS TO BE REFERENCED.

TRAFFIC CONTROL NOTE
THIS NOTE ONLY APPLYS TO PROJECTS THAT  PROPOSE WORK WITHIN THE PUBLIC RIGHT-OF-WAY (ROW) OF A STREET THAT HAS AN AVERAGE DAILY TRIP (ADT) GENERATION OF 5,000 OR LESS, OR FOR THOSE PROJECTTS THAT REQUIRE THE SAFE, EFFICIENT DIVERSION OF PEDESTRIAN TRAFFIC.FOR PROJECTS WITH AN ADT THAT IS GREATER THAN 5,000 THIS NOTE IS NOT TO BE INCLUDED. A MORE COMPREHENSIVE SET OF NOTES ARE REQUIRED AND CAN BE OBTAINED FROM THE LATEST VERSION OF THE DRAWING FILES THAT ARE AVAILIBLE FOR DOWNLOAD.	

CONSTRUCTION CHANGE TABLE
THE CONSTRUCTION CHANGE TABLE MUST BE ON THE TITLE SHEET ONLY OF ALL D-SHEET DRAWING SETS, AS SHOWN AND OF SUFFICIENT SIZE AND SCALE TO FACILITATE ITS INTENDED USE.IF A CONSTRUCTION CHANGE IS NECESSARY, THE ``DATE" COLUMN IS TO BE LEFT BLANK FOR THE CITY ENGINEER TO COMPLETE UPON APPROVAL OF EACH SUCCESSIVE CHANGE TO THE ORIGINAL , APPROVED MYLARS.

STREET DESIGN DATA TABLE
THIS TABLE IS ONLY REQUIRED IF NEW STREETS OR IMPROVEMENTS WITHIN THE PUBLIC RIGHT-OF-WAY ARE PROPOSED. IF REQUIRED, AND STREET IMPROVEMENTS ARE EXISTING, THE WORDS ``DESIGN" AND ``FUTURE" SHOULD BE OMITTED FROM THEIR RESPECTIVE COLUMNS. STREETS WITH ``LOCAL" DESIGNATION HAVE NO DESIGN SPEEDS.THE CLASSIFICATION CAN BE OBTAINED FROM THE DISCRETIONARY PERMIT CONDITION (IF APPLICABLE) THAT REQUIRED THE IMPROVEMENT. STREET CLASSIFICATION REQUIREMENTS CAN ALSO BE FOUND IN THE CITY OF SAN DIEGO STREET DESIGN MANUAL.

PROJECT NAME
THE PROJECT NAME SHALL BE TAKEN FROM THE APPROVED DISCRETIONARY PERMIT (IF APPLICABLE) AND SHOULD BE CONSISTENT IN THE TITLE BLOCK FROM SHEET TO SHEET.

LEGAL DESCRIPTION
THE LEGAL DESCRIPTION IS REQUIRED AND IS TO BE FROM THE MOST CURRENT RECORDED DOCEMENT AVAILABLE.

REFERENCE DRAWINGS
ALL REFERENCE DRAWINGS ASSOCIATED WITH THE PROJECT , EITHER PREVIOUSLY PERMITTED OR CURRENTLY UNDER REVIEW,MUST BE CITED WITH A DESCRIPTION FOR EACH.ON PLAN AND PROFILE SHEETS, WHEN REFERENCE TO EXISTING IMPROVEMENTS IS MADE, ONLY AS-BUILT DRAWINGS ARE TO REFERENCED AS ``PER XXXXX-D" AND APPROVED DRAWINGS OR DRAWININGS CURENTLY UNDER REVIEW ARE TO BE REFERENCED AS ``SEE XXXXX-D". 

OWNER/APPLICANT
THE OWNER APPLICANT SHALL BE TAKEN FROM THE MOST RECENT TITLE REPORT FOR THE SUBJECT PROPERTY.

TOPOGRAPHY SOURCE
THE EXISTING TOPOGRAPHY REFERENCED SHALL BE BASED UPON INFORMATION GATHERED WITHIN THE THREE YEARS PRECEEDING THE DATE OF PROJECT SUBMITTAL. IF THE EXISTING TOPOGRAPHY IS BASED UPON INFORMATION GATHERED PRIOR TO THE THREE YEAR CUT-OFF, THE ENGINEER IN RESPONSIBLE CHARGE MUST PROVIDE A STATEMENT THAT THE EXISTING TOPOGRAPHY HAS BEEN EVALUATED AND IS CONSISTENT WITH WHAT IS USED AS A BASIS FOR PROJECT DESIGN.

BENCHMARK
THE PROJECT BENCHMARK MUST BE TAKEN FROM THE CITY OF SAN DIEGO VERTICAL CONTROL BOOK, AND MUST BE THAT WHICH IS CLOSEST TO THE PROJECT.

EXISTING IMPROVEMENTS
ITEMS SHOWN UNDER THE ``EXISTING" HEADING SHALL INCLUDE ALL EXISTING IMPROVEMENTS, ACCORDING TO ALL AVAILABLE RECORDS AND DATA COLLECTED FROM FIELD RECONNAISSANCE. IF THERE IS A STANDARD DRAWING ASSOCIATED WITH THE EXISTING IMPROVEMENT, AND IT INCLUDES A SYMBOL, THAT SHOULD BE THE SYMBOL USED HERE (SCREENED AS EXISTING). THE SYMBOLS AND LINETYPES SHOWN IN THE ``EXISTING" HEADING SHOULD BE CONSISTENT IN SCALE AND ALL LINE TYPE SCALE/LINETYPE AND GREY-SCALE/LINEWEIGHTS SHOWN ON IMPROVEMENT SHEETS. EXISTING IMPROVEMENTS SHOULD PLOT AS A SCREENED GREY-SCALE/LINEWEIGHT WITH A DECREASING EMPHASIS THAT CORRESPONDS WITH DECREASING IMPORTANCE-RELATIVE TO THE PROPOSED IMPROVEMENTS.

CALTRANS STANDARD SPECIFICATIONS
ONLY ADD IF PROJECT IS WITHIN CALTRANS RIGHT-OF-WAY OR IF TRAFFIC SIGNALS OR STREET LIGHTS ARE PROPOSED TO BE PERMITTED WITH THESE DRAWINGS.

WORK TO BE DONE
THE WORK TO BE DONE AND STANDARDS REFERENCES SHALL BE LOCATED IN THE UPPER-RIGHT POSITION, AS SHOWN, VERBATIM.

CALTRANS STANDARD PLAN
ONLY ADD ITEM 2 IF THE PROJECT IS WITHIN CALTRANS RIGHT-OF-WAY OR IF TRAFFIC SIGNALS ARE PROPOSED TO BE PERMITTED WITH THESE DRAWINGS.

PROPOSED IMPROVEMENTS
ALL STANDARD DRAWINGS ASSOCIATED WITH THE PROPOSED IMPROVEMENT MUST BE CITED. ALL SYMBOLS, LINE TYPES AND HATCH PATTERNS SHOWN IN THE LEGEND FOR WORK TO BE DONE, BOTH PUBLIC AND PRIVATE, MUST BE CONSISTENT WITH THOSE SHOWN ON GRADING SHEETS-IN SCALE, LINE TYPE, LINE TYPE SCALE AND GREY-SCALE OR LINE WEIGHTS. PROPOSED GRADING AND IMPROVEMENTS ARE TO BE SHOWN AS BOLD LINE TYPE. IF AN IMPROVEMENT IS PROPOSED TO BE PRIVATE IT SHOULD BE LABELED ACCORDINGLY HERE AS ``(PVT)" AFTER THE LEGEND IMPROVEMENT ``DESCRIPTION".

LEGEND
THIS SECTION MUST INCLUDE ALL GRADING/IMPROVEMENTS THAT ARE PROPOSED ACCORDING TO THESE PLAN SHEETS. IF A PARTICULAR ITEM IS NOT PART OF THIS PLAN IT DOES NOT BELONG HERE.IF THERE IS A STANDARD DRAWING ASSOCIATED WITH A PARTICULAR PROPOSED IMPROVEMENT, AND THE STANDARD DRAWING INCLUDES A SYMBOL, THAT SHOULD BE THE SYMBOL USED IN THE LEGEND FOR ``WORK TO BE DONE". IF THE SYMBOL IS TO REPRESENT A NON-STANDARD IMPROVEMENT, A SEPARATE, DISTINCT SYMBOL SHOULD BE USED. ALL IMPROVEMENT ITEMS SHOWN ON THE ``PROPOSED" SECTION OF THE LEGEND MUST HAVE THEIR RESPECTIVE QUANTITIES INCLUDED IN THE COST ESTIMATE FOR BONDING PURPOSES (IF APPLICABLE). PRIVATE IMPROVEMENTS ARE TO BE INCLUDED IN THE COST ESTIMATE AS WELL, BUT ARE NOT SUBJECT TO THE 10% CONTINGENCY, AS PUBLIC IMPROVEMENTS ARE. 

INDEXING INFORMATION
THIS TEXT IS TO PROVIDE INFORMATION FOR MICROFICHE INDEXING. IT SHOULD HAVE INFORMATION RELATIVE TO THE TYPE INFORMATION ON EACH RESPECTIVE SHEET OF THE PROJECT.FOR EXAMPLE: IF THE SHEET PROPOSES A NEW PUBLIC STREET IT SHOULD BE THE NEAREST CROSS-STREET NAMES, I.E. ``BETWEEN `A' STREET AND `B' STREET". IF PART OF A PHASED PROJECT, IT SHOULD BE THE STATION INTERVAL THAT THE PERMIT WILL COVER. IF MULTIPLE SHEETS ARE NECESSARY IT SHOULD BE THE STATION INTERVAL THAT THE SHEET WILL COVER. IF IT IS GRADING FOR A PROJECT THAT SUBDIVIDES, IT SHOULD BE THE LOT #'S AND MAP NAME & #, ETC...

CITY REFERENCE NUMBERS
THE WORK ORDER NUMBER AND PROJECT TRACKING NUMBER ARE ASSIGNED AT FIRST SUBMITTAL AND ARE TO BE ADDED TO THE DRAWINGS SHEETS SUBSEQUENT TO FIRST REVIEW. THESE REFERENCE NUMBERS MUST BE ON EACH SHEET.

DRAWING NUMBER
THE DRAWING NUMBER WILL BE ASSIGNED AT FIRST SUBMITTAL AND IS TO BE ADDED TO THE DRAWINGS SHEETS SUBSEQUENT TO FIRST REVIEW AND MUST BE ON EACH SHEET.

DISCRETIONARY PERMIT NUMBERS
IF THE PROJECT PROPOSES TO SUBDIVIDE A PARCEL INTO FIVE OR MORE LOTS THE ACRONYM IS ``TM"(TENTATIVE MAP). IF THE PROJECT PROPOSES TO SUBDIVIDE A PARCEL INTO LESS THAN FIVE LOTS THE ACRONYM IS ``TPM"(TENTATIVE PARCEL MAP).IN GENERAL VESTING TENTATIVE MAP (VTM) NUMBER ONLY APPLIES TO PROJECTS THAT PROPOSE TO SUBDIVIDE PROPERTY. 

CITY ENGINEER STAMP
THIS AREA IS TO  BE RESERVED FOR CITY ENGINEERS' STAMP.

PROJECT NAME
THE PROJECT NAME SHALL BE TAKEN FROM THE APPROVED DISCRETIONARY PERMIT (IF APPLICABLE) AND SHOULD BE CONSISTENT IN THE TITLE BLOCK FROM SHEET TO SHEET.

NAD83/LAMBERT  COORDINATES
LAMBERT COORDINATES CAN BE OBTAINED FROM CITY OF SAN DIEGO BASE MAPS AND ARE TO BE THE NEAREST LOWER-LEFT EVEN-ODD COORDINATE, I.E. XXX(EVEN)-XXXX(ODD). NAD83 COORDINATES LAMBERT COORDINATES CAN BE CONVERTED TO NAD 83 COORDINATES BY ADDING 1640 TO THE XXX(EVEN) COMPONENT AND 4560 TO THE XXXX(ODD) COMPONENT OF THE LAMBERT COORDINATE AND IS REPRESENTED AS XXXX(EVEN)-XXXX(ODD).

VICINITY MAP
THE VICINITY MAP IS REQUIRED AND IS INTENDED TO ILLUSTRATE THE LOCATION OF THE PROJECT WITH AT LEAST 2 LABELED MAJOR ROADS OR FREEWAYS, ANY LANDMARKS, A NORTH ARROW, ENGINEERING SCALE OR "NO SCALE" AND THE PROJECT BOUNDARY (0.1 INCH MINIMUM TEXT HEIGHT, I.E. 4' TEXT HEIGHT FOR 1"=40' SCALE DRAWINGS). COPYRIGHTED GRAPHICS SHOULD NOT BE USED HERE WITHOUT PRIOR AUTHORIZATION.

ANCILARY PERMIT NUMBERS
THIS AREA IS TO BE RESERVED FOR ANCILARY PERMIT NUMBERS;DISCRETIONARY PERMIT NUMBERS (I.E. CDP,SDP,PDP,NDP, ETC.), RETAINING WALL AND BUILDING A-FILE NUMBERS ARE ALL TO BE ADDED (IF APPLICABLE). IF THE PROJECT IS A SUBDIVISION AND A NOTICE TO PROCEED WILL BE ISSUED IN LIEU OF AN ENGINEERING PERMIT, MAKE PROVISIONS FOR A DATE TO BE ADDED TO THE TITLE AS; "NOTICE TO PROCEED ISSUED__________" OTHERWISE MAKE PROVISIONS FOR A PERMIT NUMBER TO BE ADDED AS; ``ENGINEERING PERMIT NUMBER:_______".FOR ALL PROJECTS THAT ARE REQUIRED TO MEET STORM WATER STANDARDS MUST INCLUDE THE ``CONSTRUCTION SITE PRIORITY" (HIGH/MEDIUM/LOW) DESIGNATION AS  PRESCRIBED WITHIN THE LATEST VERSION OF THE CITY OF SAN DIEGO ``LAND DEVELOPMENT MANUAL, STORM WATER STANDARDS".

DECLARATION OF RESPONSIBLE CHARGE
THE DECLARATION OF RESPONSIBLE CHARGE MUST BE ON THE TITLE SHEET OF ALL D-SHEET DRAWINGS, AS SHOWN, VERBATIM. SUBSEQUENT SHEETS SHOULD ONLY HAVE A SIGNATURE BLOCK WITH THE REGISTERED ENGINEER'S NAME, REGISTRATION NUMBER AND EXPIRATION DATE, AND DATE THE PLANS IS SIGNED. IF THE PLANS ARE FOR LANDSCAPE ONLY AN APPROPRIATE MODIFIED VERSION BELONGS ON THE TITLE SHEET ONLY.



RCE STAMP
A R.C.E. STAMP IS REQUIRED ON EACH SHEET. IF THE SHEET IN QUESTION HAS BEEN PREPARED BY A SUBCONSULTANT TO THE RESPONSIBLE CHARGE, THE SUBCONSULTANT STAMP AND COMPANY LOGO SHALL BE USED ONLY. ADDITIONALLY, THE INITIALS IN THE TITLE BLOCK THAT DESIGNATES THE PREPARER OF THE ORIGINALS SHALL BE THAT OF THE SUBCONSULTANT.

WALL DTAIL
IF RETAINING WALLS ARE PROPOSED ADJACENT TO PROPERTY LINES OR THE PUBLIC RIGHT-OF-WAY, TYPICAL SECTIONS THAT ILLUSTRATE THE PROPOSED WALL(S) FOOTING LOCATION AND FOOTING TO SLOPE DAYLIGHT DISTANCES AS RECOMMENDED BY THE GEOTECHNICAL ENGINEER. THE SECTION SHOULD ILLUSTRATE HOW SURFACE AND SUBSURFACE DRAINAGE WILL  BE CONVEYED IN A SAFE, SANITARY MANNER FROM BEHIND/THROUGH THE WALL. ALL CONNECTION POINTS AND DISCHARGE POINTS ARE TO BE SHOWN IN PLAN VIEW, WITH ALL PERTINENT INFORMATION.

KEY MAP
THE KEY MAP PLAYS AN IMPORTANT ROLE IN NAVAGATING PLANS AND THE ILLUSTRATION OF KEY FEATURES THAT SPAN MORE THAN ONE SHEET. FOR LARGER PROJECTS, THE KEY MAP IS INTENDED TO GRAPHICALLY CORRELATE AN GRADING AREA WITH ITS RESPECTIVE SHEET NUMBER. IT MUST HAVE A PROJECT BOUNDARY, SCALE AND NORTH ARROW AND SHOW ALL INFORMATION SUFFICIENT TO CONVEY "BIG PICTURE/BACKBONE" IMPROVEMENTS, BOUNDARIES, JURISDICTIONS, INFRASTRUCTURE AND EXISTING AND PROPOSED TOPOGRAPHY. ALL PROPOSED STORM DRAIN MUST BE SHOWN. A LEGEND FOR SYMBOLS, LINE TYPES AND HATCH PATTERNS SHOULD BE SHOWN BELOW THE KEY MAP TO CLEARLY IDENTIFY ELEMENTS OF THE PROJECT THAT WARRENT INCLUSION. CLARITY TAKES PRECIDENCE; A KEY MAP IS OF NO USE IF IT DOES NOT CONVEY MEANINGFUL INFORMAATION, BEYOND SHEET LOCATION AND ORIENTATION. IF THERE IS NOT SUFFICIENT ROOM ON THE TITLE SHEET, THE KEY MAP CAN BE SHOWN ON SUBSEQUENT SHEETS. 

INDEXING INFORMATION
DETAILS MAY BE REQUIRED FOR ALL NON-STANDARD OR MODIFIED STANDARD IMPROVEMENTS WITHIN THE PUBLIC RIGHT-OF-WAY OR PUBLIC EASEMENTS, THAT ILLUSTRATES STRUCTURAL DETAILS OR MODIFICATIONS TO STANDARD STRUCTURAL DETAILS. PRIVATE IMPROVEMENTS MAY ALSO BE REQUIRED TO INCLUDE DETAILS IF THE REVIEWER DEEMS IT NECCESSARY TO ENSURE SAFE,SANITARY CONVEYENCE OF VEHICULAR AND PEDESTRRIAN TRAFFIC, DRAINAGE, SEWAGE, OR WATER, OR TO SECURE THE LEGAL RIGHTS OF THE CITY AND/OR ADJACENT PROPERTY OWNERS.ALL DETAILS ARE TO BE DISTINCTLY CONNECTED TO THE PLAN SHEETS WITH DETAIL NUMBERS R LETTERS FOR CLARITY.

WTJ DETAIL
IF WATER-TIGHT JOINTS ARE REQUIRED DUE TO PRESSURIZED DRAINAGE FLOW WITHIN SUBSURFACE REINFORCED CONCRETE PIPE (RCP), OR SLOPES IN EXCESS OF 20%, A WATER-TIGHT JOINT  DETAIL IS REQUIRED.

TYPICAL LOT DETAIL
ALL GRADING PLANS THAT PROPOSE PAD GRADING MUST INCLUDE A DETAIL THAT ILLUSTRATES HOW THE CONSTANT PAD ELEVATION SHOWN ON THE PLAN WILL CONVEY STORM WATER RUNOFF IN A SAFE, SANITARY MANNER, UNLESS SPECIFIC DRAINAGE INFORMATION IS INCLUDED ON EACH PAD SHOWN ON THE PLAN VIEW OF THE GRADING PLAN.

SIGNATURE BLOCK
THE SIGNATURE BLOCK AND COMPANY INFORMATION FOR THE RESPONSIBLE CHARGE OR SUBCONSULTANT MUST BE INCLUDED ON EACH SHEET EXCEPT THE TITLE SHEET-THE RESPONSIBLE CHARGE SERVES THE FUNCTION THERE.



SIGNATURE BLOCK
THE SIGNATURE BLOCK AND COMPANY INFORMATION FOR THE RESPONSIBLE CHARGE OR SUBCONSULTANT MUST BE INCLUDED ON EACH SHEET.

SWPPP NOTES
STORM WATER POLLUTION PREVENTION PLAN (SWPPP) NOTES ARE REQUIRED FOR ALL PROJECTS THAT PROPOSE TO DISTURB GREATER THAN 1 ACRE AND ACCORDINGLY REQUIRED TO SUBMIT A NOTICE OF INTENT (NOI) TO THE STATE WATER RESOURCE CONTROL BOARD FOR A NATIONAL POLLUTION DISCHARGE ELIMINATION SYSTEM (NPDES) WASTE DISCHARGE IDENTIFICATION (WDID) NUMBER.THE LATEST VERSION OF THE SWPPP NOTES ARE TO BE OBTAINED FROM THE LATEST VERSION OF THE  D-SHEET TEMPLATES AVAILABLE FOR DOWNLOAD ON THE CITY WEB-SITE.

PERMANENT POST-CONSTRUCTION BMP NOTES
THE PERMANENT POST-CONSTRUCTION BMP NOTES ARE TO BE OBTAINED FROM THE LATEST VERSION OF THE  D-SHEET TEMPLATES AVAILABLE FOR DOWNLOAD ON THE CITY WEB-SITE.

MINIUM POST CONSTRUCTION MAINTENANCE PLAN
THE MINIMUM POST-CONSTRUCTION MAINTENANCE PLAN IS REQUIRED FOR ALL PROJECTS THAT PROPOSE POST-CONSTRUCTION PERMANENT BEST MANAGEMENT PRACTICES (BMP'S) AND WILL RECORD THE ONE PAGE SWMDCMA AGAINST THE PROPERTY TO ENSURE PERPETUAL MAINTENANCE OF ALL PERMANENT BMP'S FOR THE LIFE OF THE PROJECT. IF THE PROJECT IS A SUBDIVISION AND THE TWO PAGE SWMDCMA FOR SUBDIVISIONS IS USED, THIS PLAN IS TO BE INCLUDED ON THE EXHIBITS ASSOCIATED WITH THE RECORDED AGREEMENT AND SHOULD NOT BE INCLUDED ON THESE SHEETS. THESE NOTES CAN BE OBTAINED FROM THE LATEST VERSION OF THE  D-SHEET TEMPLATES AVAILABLE FOR DOWNLOAD ON THE CITY WEB-SITE.

EROSION AND SEDIMENT CONTROL NOTES
EROSION AND SEDIMENTATION NOTES ARE MANDATORY FOR ALL PROJECTS THAT REQUIRE AN ENGINEERING PERMIT OR NOTICE TO PROCEED AND CAN BE OBTINED FROM THE LATEST VERSION OF THE  D-SHEET TEMPLATES AVAILABLE FOR DOWNLOAD ON THE CITY WEB-SITE.

O&MP NFORMATION
ENTER THE PROPOSED SITE DESIGN O&M INFORMATION FOR THE PROJECT (IF APPLICABLE). SEE CITY OF SAN DIEGO STORM WATER STANDARDS MANUAL, SECTION III.2.A AND APPENDIX C, FOR SITE DESIGN REQUIREMENTS.ENTER THE PROPOSED TREATMENT CONTROL O&M INFORMATION (IF APPLICABLE). SEE CITY OF SAN DIEGO ``LAND DEVELOPMENT MANUAL, STORM WATER STANDARDS MANUAL", SECTION III.2.D AND APPENDIX C, FOR TREATMENT CONTROL REQUIREMENTS.ENTER THE PROPOSED SOURCE CONTROL O&M INFORMATION FOR THE PROJECT (IF APPLICABLE). SEE CITY OF SAN DIEGO ``LAND DEVELOPMENT MANUAL, STORM WATER STANDARDS MANUAL", SECTION III.2.B AND APPENDIX C, FOR SOURCE CONTROL REQUIREMENTS.

O&MP NFORMATION
THE DISCHARGER SHALL DEVELOP OPERATION AND MAINTENANCE PRODURES FOR PERMANENT BMP'S INSTALLED DURING CONSTRUCTION, DESIGNED TO REDUCE OR ELIMINATE POLLUTANTS AFTER CONSTRUCTION IS COMPLETED (POST-CONSTRUCTION PERMANENT BMP'S). THESE PROCEDURES SHALL BE INCORPORATED INTO THE SWMDCM EXHIBITS FOR MULTI-LOT SUBDIVISION OR ON THIS PLAN IF THE DEVELOPMENT WILL RECORD A SINGLE OWNER SWMDCM. THE PROCEDURE MUST  DESCRIBE THE DESIGNATED RESPONSIBLE PARTY TO MANAGE THE STORM WATER BMP(S), EMPLOYEE'S TRAINING PROGRAM AND DUTIES, OPERATING SCHEDULE, MAINTENANCE FREQUENCY, ROUTINE SERVICE SCHEDULE, SPECIFIC MAINTENANCE ACTIVITIES (INCLUDING MAINTENANCE OF STORM WATER CONVEYANCE SYSTEM STAMPS), COPIES OF RESOURCE AGENCY PERMITS, AND ANY OTHER NECESSARY ACTIVITIES. AT A MINIMUM, MAINTENANCE AGREEMENTS SHALL REQUIRE THE APPLICANT TO PROVIDE INSPECTION AND SERVICING OF ALL PERMANENT TREATMENT BMPS ON AN ANNUAL BASIS. THE PROJECT PROPONENT OR CITY-APPROVED MAINTENANCE ENTITY SHALL COMPLETE AND MAINTAIN O&M FORMS TO DOCUMENT ALL MAINTENANCE REQUIREMENTS. PARTIES RESPONSIBLE FOR THE O&M PLAN SHALL RETAIN RECORDS FOR AT LEAST 5 YEARS. THESE DOCUMENTS SHALL BE MADE AVAILABLE TO THE CITY FOR INSPECTION UPON REQUEST AT ANY TIME.THIS INFORMATION, ALONG WITH INFORMATION CONTAINED WITHIN THE APPROVED WATER QUALITY TECHNICAL REPORT,  IS NECCESSARY FOR THE PERMANENT MAINTENANCE OF POST CONSTRUCTION PERMANENT BMP'S AS IT RELATES TO MAINTENANCE AGREEMENTS THAT HAVE BEEN RECORDED AGAINST THE PROPERTY. THE WATER QUALITY TECHNICAL REPORT SUPERCEEDS THE INFORMATION SHOWN HERE IF DESCREPANCIES EXIST DUE TO SITE SPECIFIC CHANGES AFTER A PERMIT HAS BEEN OBTAINED.THE DESIGNATED RESPONSIBLE PARTY, ACCORDING TO THE EXECUTED MAINTENANCE AGREEMENT, IS REQUIRED PER SECTION V OF THE STORM WATER STANDARDS MANUAL, TO EXECUTE A SWMDCMA, OR AN ALTERNATIVE AGREEMENT APPROVED BY THE CITY ENGINEER, PRIOR TO CONSTRUCTION PERMITS.			

RCE STAMP
A R.C.E. STAMP IS REQUIRED ON EACH SHEET. IF THE SHEET IN QUESTION HAS BEEN PREPARED BY A SUBCONSULTANT TO THE RESPONSIBLE CHARGE, THE SUBCONSULTANT STAMP AND COMPANY LOGO SHALL BE USED ONLY. ADDITIONALLY, THE INITIALS IN THE TITLE BLOCK THAT DESIGNATES THE PREPARER OF THE ORIGINALS SHALL BE THAT OF THE SUBCONSULTANT.

INDEXING INFORMATION
THIS TEXT IS TO PROVIDE INFORMATION FOR MICROFICHE INDEXING. IT SHOULD HAVE INFORMATION RELATIVE TO THE TYPE INFORMATION ON EACH RESPECTIVE SHEET OF THE PROJECT.FOR EXAMPLE: IF THE SHEET PROPOSES A NEW PUBLIC STREET IT SHOULD BE THE NEAREST CROSS-STREET NAMES, I.E. ``BETWEEN `A' STREET AND `B' STREET". IF PART OF A PHASED PROJECT, IT SHOULD BE THE STATION INTERVAL THAT THE PERMIT WILL COVER. IF MULTIPLE SHEETS ARE NECESSARY IT SHOULD BE THE STATION INTERVAL THAT THE SHEET WILL COVER. IF IT IS GRADING FOR A PROJECT THAT SUBDIVIDES, IT SHOULD BE THE LOT #'S AND MAP NAME & #, ETC...




